
❖ Compact machine design

❖ Ergonomical design of arm rest 

❖ One key switch toggle transport direction.

❖ One key switch Manual/automatic operation

❖ ESD belt

❖ Easy belt replacement design 

❖ Standard SMEMA interface.

The machine is used to link between machines in SMT production line

Product features:

ESmartLINK Technology Pte. Ltd. 

Sales@ESmartLINK.com.sg

Technical Specifications:

1 Machine dimension [L*W*H] : 500mm*1040mm*1450mm (standard)

2 PCB size [L-W]: 50mm*50mm - 400mm*400mm

3 PCB thickness: 0.4 - 5.0mm

4 PCB transport height: 910 +/- 20 (other upon request)

5 PCB transport direction : One-click switch

6 Cycle time : < 6 sec / PCB

7 Track fixed mode: Track 1 fixed, track 2, 3, 4 adjustable

8 Transport speed: adjustable

9 Conveyor width adjustment: Automatic

10 Type of conveyor belt: < 3mm flat belt

11 Power supply: AC 220V 50/60 Hz

12 Communication mode: Standard SMEMA

Linking Conveyor

Model: C050SL

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

C050DL 50mm*50mm - 400mm*300mm 500mm*1040mm*1450mm / /

C100SL 50mm*50mm - 400mm*686mm 1000mm*1040mm*1450mm / /

C100DL 50mm*50mm - 500mm*300mm 1000mm*1040mm*1450mm / /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy magazine lifting mechanism 

❖ Stepper motor and cylinder force adjustable

❖ Pneumatic clamps and hold PCB magazine at 

mechanically aligned position to achieved higher 

position accuracy

❖ Standard SMEMA interface.

ESmartLINK Technology Pte. Ltd. 

Sales@ESmartLINK.com.sg

The machine is put in front of the SMT production line and load PCB from magazine to next machine in SMT 

production line by puller or pusher mechanism. 

Magazine Loader

Model: L250

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

L330 50mm*50mm -460mm*330mm 1110mm*855mm*1890mm 355mm*400mm*563mm /

L390 50mm*50mm -530mm*390mm 1260mm*950mm*1890mm 535mm*460mm*563mm /

L460 50mm*50mm -530mm*460mm 1550mm*1020mm*1890mm 535mm*530mm*563mm /

Technical Specifications:

1 Machine dimension [L*W*H] : 1200mm*790mm*1890mm (standard)

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB transport height: 910 +/- 20 (other upon request)

4 PCB transport direction: Left to Right, Right to Left (optional)

5 Magazine size [L*W*H]: 355mm*320mm*563mm

6 Magazine storage: max. 50 PCBs

7 Magazine Qty: 1 for inlet, 1 for outlet, 1 in operation area

8 Magazine operation mode: Upper for outlet, lower for inlet

9 PCB Indexing pitch: 10,20,30,40mm adjustable

10 PCB push force: Adjustable

11 PCB loading cycle time: < 7 sec

12 Control system: PLC and touch screen

13 Power supply: AC 220V 50/60 Hz

14 Communication mode: Standard SMEMA

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Combination sheet metal and aluminium profile

➢ Sturdy machine structure 

❖ One-switch width adjustment

❖ Adopt light PCB absorbtion mechanism 

➢ Present PCB from moving 

❖ Vacuum suction position easy adjustable

❖ I/O signal interface for PCB in and PCB out

❖ Standard SMEMA interface.

Technical Specifications: 

1 Machine dimension [L*W*H] : 500mm*790mm*1270mm (standard)

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB thickness: 0.4 - 5.0mm

4 PCB transport height: 910 +/- 20 (other upon request)

5 Storage Height of PCB for suction: max. 200mm

6 Cycle time: 7 sec / PCB

7 Conveyor width adjustment: automatic

8 Type of conveyor belt: < 3mm flat belt

9 Power supply: AC 220V 50/60 Hz

10 Communication mode: standard SMEMA

Sales@ESmartLINK.com.sg

ESmartLINK Technology Pte. Ltd. 

This machine is used to load the bare PCB in SMT production line 

Standard Vacuum Loader

Model: XBL250

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

XBL250 50mm*50mm - 330mm*250mm 500mm*790mm*1270mm / /

XBL460 50mm*50mm - 530mm*460mm 720mm*1263mm*1638mm / /

※CE standard, all spare parts comply with CE and ROHS certification



Product features:

❖ Compact machine design 

❖ Sturdy machine structure 

❖ PLC Control, LED touch screen panel

❖ Poka-Yoke user interface

❖ Push knife, automatic fall mode, faster speed

❖ High lifting precision, automatic control, prevent 

PCB displacement 

❖ Standard SMEMA interface.

The machine is for a large stack of bare PCB is placed into the holder above conveyor, unique separation 

mechanism take one of the bare board and lowers it onto conveyor for transfer to next machine.

Technical Specifications: 

1 Machine dimension [L*W*H] : 600mm*725mm*1550mm 

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB thickness: 0.5 - 5.0mm

4 PCB transport height: 910 +/- 20 (other upon request)

5 PCB transport direction: Left to Right, Right to Left (set via control panel)

6 Cycle time: 7 sec / PCB

7 Conveyor width adjustment: Automatic

8 Type of conveyor belt: < 3mm flat belt

9 Power supply: AC 220V 50/60 Hz

10 Communication mode: standard SMEMA
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ESmartLINK Technology Pte. Ltd. 

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

DS250 50mm*50mm - 330mm*250mm 600mm*725mm*1550mm / /

Destacker

Model: DS250

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy machine structure

❖ Poka-Yoke user interface

❖ One switch width adjustment

❖ Remote fault monitoring 

❖ Steps in 10, 20, 30, 40mm

❖ Standard SMEMA interface.

The machine is used to suction load the PCB from Magazine in SMT production line 

Sales@ESmartLINK.com.sg

ESmartLINK Technology Pte. Ltd. 

Technical Specifications:

1 Machine dimension [L*W*H] : 1300mm*900mm*1520mm (standard)

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB transport height: 910 +/- 20 (other upon request)

4 PCB Transport direction: Left to Right, Right to Left (optional)

5 Magazine size [L*W*H]: 355mm*320mm*563mm

6 Magazine storage: max. 50 PCBs

7 Suction storage Qty: Up to 150 PCBs

8 Magazine Qty: 1 for inlet, 1 for outlet, 1 in operation area

9 Width adjustment mode: Automatic

10 PCB Indexing pitch: 10,20,30,40mm adjustable 

11 PCB push force: Adjustable 

12 PCB loading cycle time: < 7 sec

13 Control system: PLC and touch screen

14 Power and Air supply: AC 220V 50/60 Hz and 4 - 6 bar

15 Communication mode: Standard SMEMA

Vacuum Magazine Loader

Model: VPL250

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

VPL250 50mm*50mm - 330mm*250mm 1300mm*900mm*1520mm / /

VPL330 50mm*50mm - 460mm*330mm 1950mm*950mm*1520mm / /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy machine structure

❖ Poka-Yoke user interface

❖ One-key swtich width adjustment

❖ Remote fault monitoring 

❖ Buffer deceleration design, accurate, smooth

❖ Standard SMEMA interface

The machine is used to change the PCB flow direction in the SMT production line.

Sales@ESmartLINK.com.sg

ESmartLINK Technology Pte. Ltd. 

Technical Specifications:

1 Machine dimension [L*W*H] : 500mm*1450mm*1245mm (standard)

2 PCB size [L-W]: 50mm*50mm - 350mm*300mm

3 PCB thickness: 0.4 - 5.0mm

4 PCB transport height: 910 +/- 20 (other upon request)

5 PCB transport direction : One-click switch

6 Cycle time : < 6 sec / PCB

7 Track inlet / outlet protection: Protected by sensor  

8 Platform shuttle position: platform shuttle move, shuttle distance > 800mm

9 Conveyor width adjustment: Adjustable

10 Type of conveyor belt: < 3mm flat belt

11 Power supply: AC 220V 50/60 Hz

12 Communication mode: Standard SMEMA

Shuttle Conveyor

Model: STL-050ST145

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

STL-050ST145 50mm*50mm - 350mm*300mm 500mm*1450mm*1245mm / /

STL-050DT145 50mm*50mm - 330mm*300mm 500mm*1450mm*1045mm / /

STL-050DT280 50mm*50mm - 350mm*300mm 500mm*2800mm*1030mm

※CE standard, all spare parts comply with CE and ROHS certificatio



Product features:

❖ Compact machine design 

❖ Sturdy machine structure

❖ Poka-Yoke user interface

❖ One-key swtich width adjustment

❖ Remote fault monitoring 

❖ Buffer deceleration design, accurate, smooth

❖ Standard SMEMA interface

The machine is used for sorting of OK/NG PCB, for PCB visual inspection without interupting of the PCB 

flow.

Sales@ESmartLINK.com.sg

ESmartLINK Technology Pte. Ltd. 

Technical Specifications:

1

2
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Machine dimension [L*W*H] : 1000mm*1070mm*1250mm (standard)

PCB size: 50mm*50mm - 450mm*460mm

PCB thickness: 0.4mm - 5.0mm

PCB transport height: 920 +/- 20 (other upon request)

PCB transport speed: 0.5 - 20m / min

PCB transport direction: one-key toggle switch

Storage capacity 5 floor distance 25mm

Air pressure: 4 - 6 Bar

Power supply: AC 220V 50/60 Hz

Power consumption: 500 W

Communication protocol: SMEMA

，

Reject Conveyor

Model:SBF050SL05-1S

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

SBF050DL05-1S 50mm*50mm - 450mm*300mm 500mm*1070mm*1250mm / /

SBF100SL05-2S 50mm*50mm - 330mm*300mm 1000mm*1040mm*1250mm / /

SBF100DL05-2S 50mm*50mm - 330mm*300mm 1000mm*1040mm*1250mm / /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy machine structure

❖ Poka-Yoke user interface

❖ One-key swtich width adjustment

❖ Remote fault monitoring 

❖ Buffer deceleration design, accurate, smooth

❖ Standard SMEMA interface

The machine is suitable for buffering PCB with cooling function build-in.
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ESmartLINK Technology Pte. Ltd. 

Technical Specifications:
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Machine dimension [L*W*H] : 1200mm*1300mm*1600mm 

PCB size: 50mm*50mm - 350mm*250mm

PCB thickness: 0.6mm - 4.0mm

PCB transport height: 920 +/- 20 (other upon request)

PCB transport speed: 0.5 - 20m / min

PCB transport direction: Left to Right or Right to Left (one-key toggle switch)

Storage capacity max. 20 level (other upon request)

Air pressure: 4 - 6 Bar

Power supply: AC 220V 50/60 Hz

Power consumption: 400 W

Communication protocol: SMEMA

Cooling Buffer

Model: BF250DL20-3S

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

BF250DL20-3S 50mm*50mm - 350mm*250mm 1200mm*1300mm*1600mm / /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy magazine lifting mechanism 

❖ Stepper motor and cylinder force adjustable

❖ Pneumatic clamps and hold PCB magazine at 

mechanically aligned position to achieved higher 

position accuracy

❖ Standard SMEMA interface.

The machine is put after SPI, AOI and used for receiving NG/OK PCB triggered by SPI and AOI for further 

processing. 

ESmartLINK Technology Pte. Ltd. 
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NG/OK Buffer

Model: NGBF250DL20-3S

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

NGBF250DL20-3S 50mm*50mm - 330mm*250mm 1124mm*1280mm*1600mm 355mm*320mm*563mm /

Technical Specifications:

1 Machine dimension [L*W*H] : 1124mm*1280mm*1600mm

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB transport height: 910 +/- 20 (other upon request)

4 PCB transport direction: Left to Right, Right to Left (optional)

5 Magazine storage: max. 20 PCBs

6 Magazine Qty: 2

7 Magazine operation mode: Upper for outlet, lower for inlet

8 PCB Indexing pitch: 10,20,30,40mm adjustable

9 PCB push force: Adjustable

10 PCB loading cycle time: < 7 sec

11 Control system: PLC and touch screen

12 Power supply: AC 220V 50/60 Hz

13 Communication mode: Standard SMEMA

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



❖ Compact machine design

❖ Ergonomical design of arm rest 

❖ One key switch toggle transport direction.

❖ One key switch Manual/automatic operation

❖ ESD belt

❖ Easy belt replacement design 

❖ Standard SMEMA interface.

The machine is used for flipping PCB 180 degree on doubel-sided process.

Product features:

ESmartLINK Technology Pte. Ltd. 
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Technical Specifications:

1 Machine dimension [L*W*H] : 700mm*900mm*1250mm

2 PCB size [L-W]: 50mm*50mm - 460mm*390mm

3 PCB thickness: 0.4 - 5.0mm

4 PCB transport height: 910 +/- 20 (other upon request)

5 PCB transport direction : One-click switch

6 Cycle time : < 6 sec / PCB

7 Flipping mode: AC-Motor drives flipping

8 Transport speed: adjustable

9 Conveyor width adjustment: Auto

10 Type of conveyor belt: < 3mm flat belt

11 Power supply: AC 220V 50/60 Hz

12 Communication mode: Standard SMEMA

Flipper Machine

Model:T390

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

T460 50mm*50mm - 530mm*460mm 700mm*1150mm*1250mm / /

T250DL 50mm*50mm - 330mm*250mm 500mm*840mm*150mm / /

※CE standard, all spare parts comply with CE and ROHS certification



Product features:

❖ Compact machine design 

❖ Sturdy magazine lifting mechanism 

❖ Stepper motor and cylinder force adjustable

❖ Pneumatic clamps and hold PCB magazine at 

mechanically aligned position to achieved higher 

position accuracy

❖ Standard SMEMA interface.

The machine is used to unload PCB from the SMT production line. 

ESmartLINK Technology Pte. Ltd. 
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Technical Specifications:

1 Machine dimension [L*W*H] : 1500mm*780mm*1510mm (standard)

2 PCB size [L-W]: 50mm*50mm - 330mm*250mm

3 PCB transport height: 910 +/- 20 (other upon request)

4 PCB transport direction: Left to Right, Right to Left (optional)

5 Magazine size [L*W*H]: 355mm*320mm*563mm

6 Magazine storage: max. 50 PCBs

7 Magazine Qty: 1 for inlet, 1 for outlet, 1 in operation area

8 Magazine operation mode: Upper for outlet, lower for inlet

9 PCB Indexing pitch: 10,20,30,40mm adjustable

10 PCB push force: Adjustable

11 PCB loading cycle time: < 7 sec

12 Control system: PLC and touch screen

13 Power supply: AC 220V 50/60 Hz

14 Communication mode: Standard SMEMA

Magazine Unloader

Model: UL250

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

UL330 50mm*50mm - 460mm*330mm 1700mm*850mm*1510mm 460mm*400mm*563mm /

UL390 50mm*50mm -530mm*390mm 1900mm*950mm*1510mm 535mm*460mm*563mm /

UL460 50mm*50mm - 530mm*460mm 2150mm*1020mm*1560mm 535mm*530mm*563mm /

UL250DL 50mm*50mm - 350mm*250mm 1500mm*1500mm*1560mm 355mm*320mm*563mm /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover



Product features:

❖ Compact machine design 

❖ Sturdy magazine lifting mechanism 

❖ Stepper motor and cylinder force adjustable

❖ Pneumatic clamps and hold PCB magazine at 

mechanically aligned position to achieved higher 

position accuracy

❖ Standard SMEMA interface.

The machine is used to unload PCB from the SMT production line. 

ESmartLINK Technology Pte. Ltd. 
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Technical Specifications:

1 Machine dimension [L*W*H] : 1500mm*1500mm*1620mm

2 PCB size [L-W]: 50mm*50mm - 350mm*250mm

3 PCB transport height: 910 +/- 20 (other upon request)

4 PCB transport direction: Left to Right, Right to Left (optional)

5 Magazine size [L*W*H]: 355mm*320mm*563mm

6 Magazine storage: max. 50 PCBs

7 Magazine Qty: 1 for inlet, 1 for outlet, 1 in operation area

8 Magazine operation mode: Upper for outlet, lower for inlet

9 PCB Indexing pitch: 10,20,30,40mm adjustable

10 PCB push force: Adjustable

11 PCB loading cycle time: < 7 sec

12 Control system: PLC and touch screen

13 Power supply: AC 220V 50/60 Hz

14 Communication mode: Standard SMEMA

NG/OK Unloader

Model: UL250NGOK

Machine Model Selection:

Model Name: PCB size: Dimension [L*W*H]: Magazine size: Options:

UL330NGOK 50mm*50mm - 460mm*330mm 1800mm*1660mm*1620mm 460mm*400mm*563mm /

UL250NGOK-DL 50mm*50mm -350mm*250mm 1515mm*1510mm*1620mm 535mm*460mm*563mm /

※CE standard, all spare parts comply with CE and ROHS certification

※Protective cover


